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(2) Temporary lapses of coverage due
to atmospheric or topographic condi-
tions. In the case of joint operations on
another railroad, the radio must be
able to reach the control center of the
host railroad.

[63 FR 47195, Sept. 4, 1998, as amended at 65
FR 41305, July 3, 2000]

§ 220.7 Penalty.
Any person (including but not lim-

ited to a railroad; any manager, super-
visor, official, or other employee or
agent of a railroad; any owner, manu-
facturer, lessor, or lessee of railroad
equipment, track, or facilities; any
independent contractor providing
goods or services to a railroad; and any
employee of such owner, manufacturer,
lessor, lessee, or independent con-
tractor) who violates any requirement
of this part or causes the violation of
any such requirement is subject to a
civil penalty of at least $500 and not
more than $11,000 per violation, except
that: Penalties may be assessed against
individuals only for willful violations;
where a grossly negligent violation or
a pattern of repeated violations has
created an imminent hazard of death or
injury, or has caused death or injury, a
penalty not to exceed $22,000 per viola-
tion may be assessed; and the standard
of liability for a railroad will vary de-
pending upon the requirement in-
volved. Each day a violation continues
shall constitute a separate offense.
(See appendix C to this part for a state-
ment of agency civil penalty policy.)

§ 220.8 Waivers.
(a) Any person subject to a require-

ment of this part may petition the Ad-
ministrator for a waiver of compliance
with such requirement. The filing of
such a petition does not affect that
person’s responsibility for compliance
with that requirement while the peti-
tion is being considered.

(b) Each petition for waiver must be
filed in the manner and contain the in-
formation required by part 211 of this
chapter.

(c) If the Administrator finds that a
waiver of compliance is in the public
interest and is consistent with railroad
safety, the Administrator may grant
the waiver subject to any conditions
the Administrator deems necessary.

§ 220.9 Requirements for trains.
(a) Except as provided for in para-

graphs (b)(1) through (4) of this section,
on and after July 1, 1999, each occupied
controlling locomotive in a train shall
have a working radio, and each train
shall also have communications redun-
dancy. For purposes of this section,
‘‘communications redundancy’’ means
a working radio on another locomotive
in the consist or other means of work-
ing wireless communications.

(b) On and after July 1, 2000, the fol-
lowing requirements apply to a rail-
road that has fewer than 400,000 annual
employee work hours:

(1) Any train that transports pas-
sengers shall be equipped with a work-
ing radio in the occupied controlling
locomotive and with redundant work-
ing wireless communications capa-
bility in the same manner as provided
in paragraph (a) of this section.

(2) Any train that operates at greater
than 25 miles per hour; or engages in
joint operations on track where the
maximum authorized speed for freight
trains exceeds 25 miles per hour; or en-
gages in joint operations on a track
that is adjacent to and within 30 feet
measured between track center lines of
another track on which the maximum
authorized speed for passenger trains
exceeds 40 miles per hour, shall be
equipped with a working radio in the
occupied controlling locomotive.

(3) Any train that engages in joint
operations, where the maximum au-
thorized speed of the track is 25 miles
per hour or less, shall be equipped with
working wireless communications in
the occupied controlling locomotive.

(4) Any train not described in para-
graph (b) of this section that trans-
ports hazardous material required to be
placarded under the provisions of part
172 of this title shall be equipped with
working wireless communications in
the occupied controlling locomotive.

§ 220.11 Requirements for roadway
workers.

(a) On and after July 1, 1999, the fol-
lowing requirements apply to a rail-
road that has 400,000 or more annual
employee work hours:

(1) Maintenance-of-way equipment
operating without locomotive assist-
ance between work locations shall have
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